
APPLICATIONS

TJmax Marking Package

�¶  Medical applications

�¶  Motion/servo control

�¶  UPS systems

Type VCES IC V

PRODUCT FEATURES

MacMic Science & Technology Co., Ltd.

Add�Ö#18, Hua Shan Zhong Lu, New District, Changzhou City, Jiangsu Province, P. R .of China

Storage Temperature -55~150

Torque to heatsink Recommended�ÄM3�Å 1.1

TJmax Max. Junction Temperature 175

��TJop Operating Temperature -40~175
Tstg

IF(AV) Average Forward Current TC=100�� 15
A

IFpuls Diode pulsed current,tp limited by TJmax 30

Ptot Power Dissipation Per IGBT 200

VRRM Repetitive Reverse Voltage TJ=25�� 1200

ATC=110�� 15

ICpuls Pulsed collector current,tp limited by TJmax 50

Gate Emitter Voltage ±20
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mA

nA
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ns

ns

ns

ns

ns

ns

nsTJ=125�� 200

TJ=150�� 40

td(off) Turn off Delay Time
VCC=600V,IC=15A

TJ=25�� 160

tr Rise Time

TJ=25�� 35

TJ=125�� 40

45

TJ=150�� 45

td(on) Turn on Delay Time
VCC=600V,IC=15A
RG =33�
 ,
VGE=±15V,
Inductive Load

TJ=25�� 40

TJ=125��

Cies Input Capacitance
VCE=25V, VGE=0V, f =1MHz

2.3

Cres Reverse Transfer Capacitance 38

Qg Gate Charge VCE Tm
(= V)Tj
6.36 0 0 6.36 320.52 623.6003 Tm
(E)Tj
9.48 0 0 9.48 607088 625.4003 Tm
(=15 V, V)Tj
6.36 0 0 6.36 34382 623.6003 Tm
(GE)Tj
9.48 0 0 9.48 527.92 625.4003 Tm
(=1 V)Tj310.3671- .0633 TD
925200
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